
Technical data are given as reference and may change. Colors/shades variations may occur.

SMOOTH MDF PANELS
FOR SECURITY DOORS – FOR INDOOR USE

ONE SIDE LACQUERED MDF PANEL

“Finishing according to RAL standard with three-stages cycle to guarantee 
higher resistance and durability.”

TECHNICAL NOTE
It is possible to produce small batches of lacquered MDF panels (based on our color catalogue). Minimum Q.ty: 100 pcs/color sample.

STORAGE NOTE
Panels keep its own features over time, only if properly stored in enclosed spaces/dry places and stacked in horizontal position 

with a sufficient number of supports (i.e. n.5 supports at least). 
It is necessary to completely cover all panels of each pallet by a plastic sheet on all sides. 

It is also necessary not to expose panels to jumps in humidity, temperature, to draughts and keep away from sunlight. 
We assume no responsibility in case the buyer does not comply with these specifications about storage condition 

and use of the panels.

4 mm
5 mm
6 mm
7 mm
9 mm

AVAILABLE THICKNESSES

LACQUERED WITH DEDICATED 
CYCLE AND PROTECTED BY 
SHRINK-WRAPPED FILM

*Edges of panels are raw (not lacquered)

 AVAILABLE FINISHING

*Other thicknesses on request

(approx +/- tolerance)

2130 x 950 mm
 2250 x 1060 mm
2500 x 1200 mm

 *Other dimensions on request

 STANDARD DIMENSIONS



Technical data are given as reference and may change. Colors/shades variations may occur.

45. Lacquered - Green 

48. Lacquered - Red

46. Lacquered - Ivory

49.  Lacquered - Ice

47. Lacquered - Snow

50. Lacquered - Black

*Other colors: according to customer samples, on request

AVAILABLE COLORS


